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2 m spliter 9A5AA  13.03.2008.


Resolution:  130


VSWR


Frequency (130,0 - 170,0 MHz)


M1: 1,09  @ 139,90 MHz


M2: 1,04  @ 144,00 MHz


M3: 1,04  @ 144,90 MHz


M4: 1,07  @ 148,00 MHz
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2 m spliter 9A5AA  13.03.2008.

Resolution:  130

VSWR

Frequency (130,0 - 170,0 MHz)

M1: 1,09  @ 139,90 MHzM2: 1,04  @ 144,00 MHzM3: 1,04  @ 144,90 MHzM4: 1,07  @ 148,00 MHz
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SUHNER 550.17.0003 70cm spliter 13.03.2008


Resolution:  130


VSWR


Frequency (350,0 - 540,0 MHz)


M1: 1,13  @ 360,30 MHz


M2: 1,01  @ 431,00 MHz


M3: 1,01  @ 435,40 MHz


M4: 1,13  @ 529,70 MHz
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SUHNER 550.17.0003 70cm spliter 13.03.2008

Resolution:  130

VSWR

Frequency (350,0 - 540,0 MHz)

M1: 1,13  @ 360,30 MHzM2: 1,01  @ 431,00 MHzM3: 1,01  @ 435,40 MHzM4: 1,13  @ 529,70 MHz
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70cm spliter 9A5AA 13.03.2008.


Resolution:  130


VSWR


Frequency (350,0 - 540,0 MHz)


M1: 1,16  @ 426,60 MHz


M2: 1,08  @ 431,00 MHz


M3: 1,01  @ 435,40 MHz


M4: 1,15  @ 444,30 MHz




1,0

1,5

2,0

2,5

3,0

3,5

4,0

350 375 400 425 450 475 500 525

M1

M2

M3M4

VSWR

70cm spliter 9A5AA 13.03.2008.

Resolution:  130

VSWR

Frequency (350,0 - 540,0 MHz)

M1: 1,16  @ 426,60 MHzM2: 1,08  @ 431,00 MHzM3: 1,01  @ 435,40 MHzM4: 1,15  @ 444,30 MHz
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BIRD MOD. 8251 DUMMY LOAD


Resolution:  130


VSWR


Frequency (25,0 - 3000,0 MHz)


M1: 1,06  @ 417,10 MHz


M2: 1,20  @ 1477,90 MHz


M3: 1,21  @ 1870,00 MHz


M4: 1,24  @ 2607,90 MHz
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BIRD MOD. 8251 DUMMY LOAD

Resolution:  130

VSWR

Frequency (25,0 - 3000,0 MHz)

M1: 1,06  @ 417,10 MHzM2: 1,20  @ 1477,90 MHzM3: 1,21  @ 1870,00 MHzM4: 1,24  @ 2607,90 MHz


